§415.223

SUBPART V—TITANIUM DIOXIDE-CHLORIDE
PROCESS

BPT effluent limitations

Pollutant or pollutant property Maximum for @iﬁ/r?/gfugfs
any 1 day for 30 con-

secutive days

Kg/kkg (or pounds per 1,000

Ib) of product
23 6.4
0.057 0.030

™ ™

1 Within the range 6.0 to 9.0.

(c) Except as provided in 40 CFR
125.30 through 125.32, any existing point
source subject to this subpart and pro-
ducing titanium dioxide by the simul-

taneous beneficiation-chlorination
(chloride/ilmenite) process must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control
technology currently available (BPT):

SUBPART V—TITANIUM DIOXIDE-CHLORIDE-
ILMENITE PROCESS

BPT effluent limitations

Pollutant or pollutant property Maximum for (f‘avililr?/galeugfs
any 1 day for 30 con-

secutive days

Kg/kkg (or pounds per 1,000

Ib) of product
TSS 35 9.6
Chromium (T) . 0.12 0.053
Nickel (T) ... 0.072 0.035

™ ™

1 Within the range 6.0 to 9.0.

[47 FR 28278, June 29, 1982, as amended at 47
FR 55227, Dec. 8, 1982]

§415.223 Effluent limitations guide-
lines representing the degree of ef-
fluent reduction attainable by the
application of the best available
technology economically achievable
(BAT).

(a) Except as provided in 40 CFR
125.30 through 125.32, any existing point
source subject to this subpart and pro-
ducing titanium dioxide by the sulfate
process must achieve the following ef-
fluent limitations representing the de-
gree of effluent reduction attainable by
the application of the best available
technology economically achievable
(BAT): The limitations are the same

40 CFR Ch. | (7-1-06 Edition)

for Chromium(T) and Nickel(T) as
specified in §415.222(a).

(b) Except as provided in 40 CFR
125.30 through 125.32, any existing point
source subject to this subpart and pro-
ducing titanium dioxide by the chlo-
ride process must achieve the following
effluent limitations guidelines rep-
resenting the degree of effluent reduc-
tion attainable by the application of
the best available technology economi-
cally achievable (BAT): The limita-
tions for Chromium(T) are the same as
specified in §415.222(b).

(c) Except as provided in 40 CFR
125.30 through 125.32, any existing point
source subject to this subpart and pro-
ducing titanium dioxide by the simul-
taneous beneficiation-chlorination
(chloride-ilmenite) process must
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best available technology
economically achievable (BAT): The
limitations for Chromium(T) and Nick-
el(T) are the same as specified in
§415.222(c).

§415.224 [Reserved]

§415.225 New source
standards (NSPS).

(a) Any new source subject to this
subpart producing titanium dioxide by
the sulfate process must achieve the
following new source performance
standards (NSPS):

performance

SUBPART V—TITANIUM DIOXIDE-SULFATE
PROCESS

NSPS effluent limitations

Pollutant or pollutant property Maximum for g@r?,g?ug;
any 1 day for 30 con-

secutive days

Kg/kkg (or pounds per 1,000

Ib) of product
TSS 110 30
Iron (T) ........ . 4.1 1.2
Chromium (T) . 0.27 0.14
Nickel (T) .... 0.18 0.095

Q) Q)

1 Within the range 6.0 to 9.0.

(b) Any new source subject to this
subpart producing titanium dioxide by
the chloride process must achieve the
following mnew source performance
standards (NSPS):
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SUBPART V—TITANIUM DIOXIDE-CHLORIDE
PROCESS

NSPS effluent limitations

Pollutant or pollutant property Maximum for @iﬁ/r?/gfugfs
any 1 day for 30 con-

secutive days

Kg/kkg (or pounds per 1,000
Ib) of product

TSS e 14 4.0
Iron (T) .... . 0.52 0.16
Chromium (T) . 0.023 0.012

PR e " (")
1Within the range 6.0 to 9.0.

(c) Any new source subject to this
subpart producing titanium dioxide by
the simultaneous beneficiation-
chlorination (chloride-ilmenite) proc-
ess must achieve the following new
source performance standards (NSPS):

SUBPART V—TITANIUM DIOXIDE-CHLORIDE-
ILMENITE PROCESS

NSPS effluent limitations

Pollutant or pollutant property Maximum for cfg@r?g?ug;
any 1 day for 30 con-

secutive days

Kg/kkg (or pounds per 1,000
Ib) of product

§415.226

SUBPART V—TITANIUM DIOXIDE—SULFATE
PROCESS—Continued

PSNS effluent limitations

Pollutant or pollutant property Maximum for Qﬁﬁ,r?,%?ugfs
any 1 day for 30 con-
secutive days
Chromium (T) e 0.57 0.30
Nickel (T) eoeoeririieicicicceeees 0.38 0.20

In cases where POTWs find it necessary
to impose mass limitations, the fol-
lowing equivalent mass limitations are
provided as an alternate: The limita-
tions for Iron(T), Chromium(T), and
Nickel(T) are the same as specified in
§415.225(a).

(b) Except as provided in 40 CFR
403.7, any new source subject to this
subpart and producing titanium diox-
ide by the chloride process which intro-
duces pollutants into a publicly owned
treatment works must comply with 40
CFR part 403 and achieve the following
pretreatment standards for new
sources (PSNS):

SUBPART V—TITANIUM DIOXIDE-CHLORIDE
PROCESS

8.4 2.4

0.32 0.096

0.014 0.0072
Nickel (T) 0.020 0.010

™ ™)

1 Within the range 6.0 to 9.0.

§415.226 Pretreatment standards for
new sources (PSNS).

(a) Except as provided in 40 CFR
403.7, any new source subject to this
subpart and producing titanium diox-
ide by the sulfate process which intro-
duces pollutants into a publicly owned
treatment works must comply with 40
CFR part 403 and achieve the following
pretreatment standards for new
sources (PSNS):

SUBPART V—TITANIUM DIOXIDE—SULFATE
PROCESS

PSNS effluent limitations

Pollutant or pollutant property Maximum for c@ﬁ/r?/g?u:;
any 1 day for 30 con-

secutive days

Milligrams per liter (mg/1)

1rON (T) ceveeeeeereeeceeeeeeee 8.5 ‘ 25

PSNS effluent limitations

Pollutant or pollutant property Maximum for (f‘avililr?/galeugfs
any 1 day for 30 con-

secutive days

Milligrams per liter (mg/1)

1roN (T) cveeeeerceeceeeeee 5.3 1.6
Chromium (T) 0.23 0.12

In cases where POTWs find it necessary
to impose mass limitations, the fol-
lowing equivalent mass limitations are
provided as guidance: The limitations
for Iron(T) and Chromium(T) are the
same as specified in §415.255(b).

(c) Except as provided in §403.7, any
new source subject to this subpart and
producing titanium dioxide by the si-
multaneous beneficiation-chlorination
(chloride-ilmenite) process which in-
troduces pollutants into a publicly
owned treatment works must comply
with 40 CFR part 403 and achieve the
following pretreatment standards for
new sources (PSNS):
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